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PRODUCT NAME: 
DIGISTRIP IP 1m 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
No Diffuser 
 

Target:  
Full On 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
11/05/2020  09:56:43 
 

 
 Spectra 

Beam angle 50%: 123,7° 
Field angle 10%: 156,8° 
Cut off angle 2.5%: 163,8° 

 

Total lumen output: 
 542 lm 

170 cd 

Peak candela output: 
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Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
123,7° 156,8° 163,8° 77,4% 50,9% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 170lx 43lx 19lx 11lx 7lx 3lx 2lx 1lx 0lx 0lx 0lx 0lx 0lx 

Footcand. 16fcd 4fcd 2fcd 1fcd 1fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 

Beam wid. 3,7m 7,5m 11,2m 14,9m 18,7m 28m 37,4m 56,1m 74,7m 93,4m 112,1m 149,5m 186,9m 

Beam wid. 12,3ft 24,7ft 36,6ft 49ft 61,3ft 91,9ft 122,6ft 183,9ft 245,1ft 306,4ft 367,7ft 490,3ft 612,9ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

74,7 m  
245,1 ft  

123,7° 

56,1 m  
183,9 ft  

37,4 m  
122,6 ft  

18,7 m  
61,3 ft  

11,2 m  
36,6 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

0 lx 
1 lx 

2 lx 
7 lx 

19 lx 

0 fcd 
0 fcd 

0 fcd 
1 fcd 

2 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

225V 0,287A 39,4W 14lm/W 
 

Power FC 

0,61 
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-30°

-45°

-60°

-75°

270m 885,8f

216m 708,7f

162m 531,5f

108m 354,3f

54m 177,2f

0m 0f

-54m -177,2f

-108m -354,3f

-162m -531,5f

-216m -708,7f

                                                                                                                     
 

 
 

 
 

             
 
 
 
 

             

 

ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 4 

Candela at center: 170 cd 

3% 

5% 

10% 

30% 

50% 

17 cd 

34 cd 

51 cd 

68 cd 

85 cd 

102 cd 

119 cd 

136 cd 

153 cd 

51,0m lx 

85,0m lx 

0,170 lx 

0,510 lx 

0,850 lx 

Conditions: 

Number of c-planes: 4 

Lux at center: 1,70 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 

Ve
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
DIGISTRIP IP 1m 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Flat Diffuser 
 

Target:  
Full On 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
11/05/2020  09:17:31 
 

 
 Spectra 

Beam angle 50%: 136,8° 
Field angle 10%: 198,4° 
Cut off angle 2.5%: 252,9° 

 

Total lumen output: 
 319 lm 

77,8 cd 

Peak candela output: 
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Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
136,8° 198,4° 252,9° 63,8% 40,9% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 78lx 19lx 9lx 5lx 3lx 1lx 1lx 0lx 0lx 0lx 0lx 0lx 0lx 

Footcand. 7fcd 2fcd 1fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 

Beam wid. 5,1m 10,1m 15,2m 20,2m 25,3m 37,9m 50,5m 75,8m 101m 126,3m 151,6m 202,1m 252,6m 

Beam wid. 16,7ft 33,3ft 49,5ft 66,2ft 82,9ft 124,3ft 165,7ft 248,6ft 331,4ft 414,3ft 497,2ft 662,9ft 828,6ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

101 m  
331,4 ft  

136,8° 

75,8 m  
248,6 ft  

50,5 m  
165,7 ft  

25,3 m  
82,9 ft  

15,2 m  
49,5 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

0 lx 
0 lx 

1 lx 
3 lx 

9 lx 

0 fcd 
0 fcd 

0 fcd 
0 fcd 

1 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

224V 0,295A 40,5W 8lm/W 
 

Power FC 

0,61 
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-75°

145m 475,7f

116m 380,6f

87m 285,4f

58m 190,3f

29m 95,1f

0m 0f

-29m -95,1f

-58m -190,3f

-87m -285,4f

-116m -380,6f

                                                                                                                     
 

 
 

 
 

             
 
 
 
 

             

 

ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 4 

Candela at center: 78 cd 

3% 

5% 

10% 

30% 

50% 

8 cd 

16 cd 

23 cd 

31 cd 

39 cd 

47 cd 

54 cd 

62 cd 

70 cd 

23,3m lx 

38,9m lx 

77,7m lx 

0,233 lx 

0,389 lx 

Conditions: 

Number of c-planes: 4 

Lux at center: 0,777 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 
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Mounting height: 10 meters (33 feet) 



180 165
150

135

120

105

90

75

60

45

30
15015

30

45

60

75

90

105

120

135

150
165

186,3°

400 450 500 550 600 650 700 750 800

                                                                                                                     
 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

      
  

PRODUCT NAME: 
DIGISTRIP IP 1m 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Dome Diffuser 
 

Target:  
Full On 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
11/05/2020  09:46:41 
 

 
 Spectra 

Beam angle 50%: 186,3° 
Field angle 10%: 262,4° 
Cut off angle 2.5%: 360° 

 

Total lumen output: 
 351 lm 

55,5 cd 

Peak candela output: 
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Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
186,3° 262,4° 360° 43,8% 27,2% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 55lx 14lx 6lx 3lx 2lx 1lx 1lx 0lx 0lx 0lx 0lx 0lx 0lx 

Footcand. 5fcd 1fcd 1fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 

Beam wid. Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Beam wid. Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

Non un 
numero reale 
m  
Non un 
numero reale 
ft  

186,3° 

Non un 
numero reale 
m  
Non un 
numero reale 
ft  

Non un 
numero reale 
m  
Non un 
numero reale 
ft  

Non un 
numero reale 
m  
Non un 
numero reale 
ft  

Non un 
numero reale 
m  
Non un 
numero reale 
ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

0 lx 
0 lx 

1 lx 
2 lx 

6 lx 

0 fcd 
0 fcd 

0 fcd 
0 fcd 

1 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

225V 0,288A 39,5W 9lm/W 
 

Power FC 

0,61 
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0m 0f
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ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 4 

Candela at center: 55 cd 

3% 

5% 

10% 

30% 

50% 

6 cd 

11 cd 

17 cd 

22 cd 

28 cd 

33 cd 

39 cd 

44 cd 

50 cd 

16,6m lx 

27,7m lx 

55,4m lx 

0,166 lx 

0,277 lx 

Conditions: 

Number of c-planes: 4 

Lux at center: 0,554 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
DIGISTRIP IP 1m 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Black Diffuser 
 

Target:  
Full On 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
11/05/2020  10:06:44 
 

 
 Spectra 

Beam angle 50%: 90,2° 
Field angle 10%: 150,3° 
Cut off angle 2.5%: 170,9° 

 

Total lumen output: 
 80,9 lm 

36,6 cd 

Peak candela output: 
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Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
90,2° 150,3° 170,9° 83,0% 60,7% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 36lx 9lx 4lx 2lx 1lx 1lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 

Footcand. 3fcd 1fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 

Beam wid. 2m 4m 6m 8m 10m 15,1m 20,1m 30,1m 40,1m 50,2m 60,2m 80,3m 100,4m 

Beam wid. 6,6ft 13,2ft 19,7ft 26,3ft 32,9ft 49,4ft 65,8ft 98,7ft 131,7ft 164,6ft 197,5ft 263,3ft 329,1ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

40,1 m  
131,7 ft  

90,2° 

30,1 m  
98,7 ft  

20,1 m  
65,8 ft  

10 m  
32,9 ft  

6 m  
19,7 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

0 lx 
0 lx 

0 lx 
1 lx 

4 lx 

0 fcd 
0 fcd 

0 fcd 
0 fcd 

0 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

225V 0,285A 39,3W 2lm/W 
 

Power FC 

0,61 
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-75°

160m 524,9f

128m 419,9f

96m 315f

64m 210f

32m 105f

0m 0f

-32m -105f

-64m -210f

-96m -315f

-128m -419,9f

                                                                                                                     
 

 
 

 
 

             
 
 
 
 

             

 

ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 4 

Candela at center: 36 cd 

3% 

5% 

10% 

30% 

50% 

4 cd 

7 cd 

11 cd 

15 cd 

18 cd 

22 cd 

26 cd 

29 cd 

33 cd 

10,9m lx 

18,2m lx 

36,5m lx 

0,109 lx 

0,182 lx 

Conditions: 

Number of c-planes: 4 

Lux at center: 0,365 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 

Ve
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
DIGISTRIP IP 1m 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
No Diffuser 
 

Target:  
Red 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
11/05/2020  09:58:26 
 

 
 Spectra 

Beam angle 50%: 122,9° 
Field angle 10%: 156,3° 
Cut off angle 2.5%: 163,7° 

 

Total lumen output: 
 119 lm 

37,6 cd 

Peak candela output: 
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Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
122,9° 156,3° 163,7° 77,4% 51,1% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 37lx 9lx 4lx 2lx 1lx 1lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 

Footcand. 3fcd 1fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 

Beam wid. 3,7m 7,4m 11m 14,7m 18,4m 27,6m 36,8m 55,2m 73,6m 92m 110,4m 147,1m 183,9m 

Beam wid. 12,1ft 24,3ft 36ft 48,2ft 60,3ft 90,5ft 120,7ft 181ft 241,3ft 301,6ft 362ft 482,6ft 603,3ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

73,6 m  
241,3 ft  

122,9° 

55,2 m  
181 ft  

36,8 m  
120,7 ft  

18,4 m  
60,3 ft  

11 m  
36 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

0 lx 
0 lx 

0 lx 
1 lx 

4 lx 

0 fcd 
0 fcd 

0 fcd 
0 fcd 

0 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

225V 0,222A 24,4W 5lm/W 
 

Power FC 

0,49 
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0°

-15°
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-45°

-60°

-75°

255m 836,6f

204m 669,3f

153m 502f

102m 334,6f

51m 167,3f

0m 0f

-51m -167,3f

-102m -334,6f

-153m -502f

-204m -669,3f

                                                                                                                     
 

 
 

 
 

             
 
 
 
 

             

 

ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 4 

Candela at center: 37 cd 

3% 

5% 

10% 

30% 

50% 

4 cd 

7 cd 

11 cd 

15 cd 

19 cd 

22 cd 

26 cd 

30 cd 

34 cd 

11,2m lx 

18,7m lx 

37,5m lx 

0,112 lx 

0,187 lx 

Conditions: 

Number of c-planes: 4 

Lux at center: 0,375 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 

Ve
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
DIGISTRIP IP 1m 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Flat Diffuser 
 

Target:  
Red 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
11/05/2020  09:20:42 
 

 
 Spectra 

Beam angle 50%: 137,1° 
Field angle 10%: 199,1° 
Cut off angle 2.5%: 253,4° 

 

Total lumen output: 
 72,3 lm 

17,5 cd 

Peak candela output: 
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Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
137,1° 199,1° 253,4° 63,2% 40,5% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 17lx 4lx 2lx 1lx 1lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 

Footcand. 2fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 

Beam wid. 5,1m 10,2m 15,3m 20,3m 25,4m 38,1m 50,9m 76,3m 101,7m 127,1m 152,6m 203,4m 254,3m 

Beam wid. 16,8ft 33,6ft 49,8ft 66,6ft 83,4ft 125,1ft 166,8ft 250,2ft 333,6ft 417ft 500,4ft 667,3ft 834,1ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

101,7 m  
333,6 ft  

137,1° 

76,3 m  
250,2 ft  

50,9 m  
166,8 ft  

25,4 m  
83,4 ft  

15,3 m  
49,8 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

0 lx 
0 lx 

0 lx 
1 lx 

2 lx 

0 fcd 
0 fcd 

0 fcd 
0 fcd 

0 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

225V 0,231A 25,3W 3lm/W 
 

Power FC 

0,49 
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0°

-15°

-30°

-45°

-60°

-75°

140m 459,3f

112m 367,5f

84m 275,6f

56m 183,7f

28m 91,9f

0m 0f

-28m -91,9f
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ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 4 

Candela at center: 17 cd 

3% 

5% 

10% 

30% 

50% 

2 cd 

3 cd 

5 cd 

7 cd 

9 cd 

10 cd 

12 cd 

14 cd 

16 cd 

5,23m lx 

8,72m lx 

17,4m lx 

52,3m lx 

87,2m lx 

Conditions: 

Number of c-planes: 4 

Lux at center: 0,174 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 

Ve
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ic
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
DIGISTRIP IP 1m 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Dome Diffuser 
 

Target:  
Red 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
11/05/2020  09:48:38 
 

 
 Spectra 

Beam angle 50%: 185,8° 
Field angle 10%: 301,9° 
Cut off angle 2.5%: 360° 

 

Total lumen output: 
 79,0 lm 

12,5 cd 

Peak candela output: 
 



5

10

                                                                                                                     
 

 
 

 
 
 

 

Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
185,8° 301,9° 360° 43,8% 27,2% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 12lx 3lx 1lx 1lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 

Footcand. 1fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 

Beam wid. Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Beam wid. Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

Non un 
numero reale 
m  
Non un 
numero reale 
ft  

185,8° 

Non un 
numero reale 
m  
Non un 
numero reale 
ft  

Non un 
numero reale 
m  
Non un 
numero reale 
ft  

Non un 
numero reale 
m  
Non un 
numero reale 
ft  

Non un 
numero reale 
m  
Non un 
numero reale 
ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

0 lx 
0 lx 

0 lx 
0 lx 

1 lx 

0 fcd 
0 fcd 

0 fcd 
0 fcd 

0 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

226V 0,222A 24,5W 3lm/W 
 

Power FC 

0,49 
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ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 4 

Candela at center: 12 cd 

3% 

5% 

10% 

30% 

50% 

1 cd 

2 cd 

4 cd 

5 cd 

6 cd 

7 cd 

9 cd 

10 cd 

11 cd 

3,75m lx 

6,24m lx 

12,5m lx 

37,5m lx 

62,4m lx 

Conditions: 

Number of c-planes: 4 

Lux at center: 0,125 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
DIGISTRIP IP 1m 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Black Diffuser 
 

Target:  
Red 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
11/05/2020  10:08:25 
 

 
 Spectra 

Beam angle 50%: 89,3° 
Field angle 10%: 148,9° 
Cut off angle 2.5%: 176,1° 

 

Total lumen output: 
 19,2 lm 

8,66 cd 

Peak candela output: 
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Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
89,3° 148,9° 176,1° 82,0% 60,1% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 9lx 2lx 1lx 1lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 

Footcand. 1fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 

Beam wid. 2m 4m 5,9m 7,9m 9,9m 14,8m 19,8m 29,7m 39,5m 49,4m 59,3m 79,1m 98,8m 

Beam wid. 6,5ft 13ft 19,4ft 25,9ft 32,4ft 48,6ft 64,8ft 97,3ft 129,7ft 162,1ft 194,5ft 259,4ft 324,2ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

39,5 m  
129,7 ft  

89,3° 

29,7 m  
97,3 ft  

19,8 m  
64,8 ft  

9,9 m  
32,4 ft  

5,9 m  
19,4 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

0 lx 
0 lx 

0 lx 
0 lx 

1 lx 

0 fcd 
0 fcd 

0 fcd 
0 fcd 

0 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

225V 0,221A 24,4W 1lm/W 
 

Power FC 

0,49 
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145m 475,7f

116m 380,6f

87m 285,4f

58m 190,3f

29m 95,1f

0m 0f

-29m -95,1f

-58m -190,3f

-87m -285,4f

-116m -380,6f

                                                                                                                     
 

 
 

 
 

             
 
 
 
 

             

 

ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 4 

Candela at center: 9 cd 

3% 

5% 

10% 

30% 

50% 

1 cd 

2 cd 

3 cd 

3 cd 

4 cd 

5 cd 

6 cd 

7 cd 

8 cd 

2,58m lx 

4,30m lx 

8,60m lx 

25,8m lx 

43,0m lx 

Conditions: 

Number of c-planes: 4 

Lux at center: 86,0m lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
DIGISTRIP IP 1m 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
No Diffuser 
 

Target:  
Green 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
11/05/2020  10:00:10 
 

 
 Spectra 

Beam angle 50%: 123,9° 
Field angle 10%: 156,4° 
Cut off angle 2.5%: 164,5° 

 

Total lumen output: 
 346 lm 

109 cd 

Peak candela output: 
 



50

100

                                                                                                                     
 

 
 

 
 
 

 

Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
123,9° 156,4° 164,5° 77,6% 51,1% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 109lx 27lx 12lx 7lx 4lx 2lx 1lx 0lx 0lx 0lx 0lx 0lx 0lx 

Footcand. 10fcd 3fcd 1fcd 1fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 

Beam wid. 3,8m 7,5m 11,3m 15m 18,8m 28,2m 37,6m 56,3m 75,1m 93,9m 112,7m 150,3m 187,8m 

Beam wid. 12,4ft 24,8ft 36,8ft 49,2ft 61,6ft 92,4ft 123,2ft 184,8ft 246,4ft 308ft 369,7ft 492,9ft 616,1ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

75,1 m  
246,4 ft  

123,9° 

56,3 m  
184,8 ft  

37,6 m  
123,2 ft  

18,8 m  
61,6 ft  

11,3 m  
36,8 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

0 lx 
0 lx 

1 lx 
4 lx 

12 lx 

0 fcd 
0 fcd 

0 fcd 
0 fcd 

1 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

224V 0,222A 24,4W 14lm/W 
 

Power FC 

0,49 
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255m 836,6f
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-51m -167,3f

-102m -334,6f
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ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 4 

Candela at center: 109 cd 

3% 

5% 

10% 

30% 

50% 

11 cd 

22 cd 

33 cd 

43 cd 

54 cd 

65 cd 

76 cd 

87 cd 

98 cd 

32,6m lx 

54,3m lx 

0,109 lx 

0,326 lx 

0,543 lx 

Conditions: 

Number of c-planes: 4 

Lux at center: 1,09 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 

Ve
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
DIGISTRIP IP 1m 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Flat Diffuser 
 

Target:  
Green 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
11/05/2020  09:30:26 
 

 
 Spectra 

Beam angle 50%: 136,6° 
Field angle 10%: 198,2° 
Cut off angle 2.5%: 252,9° 

 

Total lumen output: 
 202 lm 

49,2 cd 

Peak candela output: 
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Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
136,6° 198,2° 252,9° 63,8% 40,9% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 49lx 12lx 5lx 3lx 2lx 1lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 

Footcand. 5fcd 1fcd 1fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 

Beam wid. 5m 10,1m 15,1m 20,1m 25,1m 37,7m 50,3m 75,4m 100,5m 125,6m 150,8m 201m 251,3m 

Beam wid. 16,6ft 33,2ft 49,3ft 65,8ft 82,4ft 123,6ft 164,8ft 247,3ft 329,7ft 412,1ft 494,5ft 659,4ft 824,2ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

100,5 m  
329,7 ft  

136,6° 

75,4 m  
247,3 ft  

50,3 m  
164,8 ft  

25,1 m  
82,4 ft  

15,1 m  
49,3 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

0 lx 
0 lx 

0 lx 
2 lx 

5 lx 

0 fcd 
0 fcd 

0 fcd 
0 fcd 

1 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

226V 0,227A 24,9W 8lm/W 
 

Power FC 

0,49 
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125m 410,1f

100m 328,1f

75m 246,1f

50m 164f

25m 82f

0m 0f

-25m -82f

-50m -164f

-75m -246,1f

-100m -328,1f

                                                                                                                     
 

 
 

 
 

             
 
 
 
 

             

 

ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 4 

Candela at center: 49 cd 

3% 

5% 

10% 

30% 

50% 

5 cd 

10 cd 

15 cd 

20 cd 

25 cd 

30 cd 

34 cd 

39 cd 

44 cd 

14,8m lx 

24,6m lx 

49,2m lx 

0,148 lx 

0,246 lx 

Conditions: 

Number of c-planes: 4 

Lux at center: 0,492 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
DIGISTRIP IP 1m 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Dome Diffuser 
 

Target:  
Green 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
11/05/2020  09:50:22 
 

 
 Spectra 

Beam angle 50%: 186,2° 
Field angle 10%: 261,4° 
Cut off angle 2.5%: 360° 

 

Total lumen output: 
 220 lm 

34,8 cd 

Peak candela output: 
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Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
186,2° 261,4° 360° 43,9% 27,2% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 35lx 9lx 4lx 2lx 1lx 1lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 

Footcand. 3fcd 1fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 

Beam wid. Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Beam wid. Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

Non un 
numero reale 
m  
Non un 
numero reale 
ft  

186,2° 

Non un 
numero reale 
m  
Non un 
numero reale 
ft  

Non un 
numero reale 
m  
Non un 
numero reale 
ft  

Non un 
numero reale 
m  
Non un 
numero reale 
ft  

Non un 
numero reale 
m  
Non un 
numero reale 
ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

0 lx 
0 lx 

0 lx 
1 lx 

4 lx 

0 fcd 
0 fcd 

0 fcd 
0 fcd 

0 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

225V 0,222A 24,5W 9lm/W 
 

Power FC 

0,49 
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ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 4 

Candela at center: 35 cd 

3% 

5% 

10% 

30% 

50% 

3 cd 

7 cd 

10 cd 

14 cd 

17 cd 

21 cd 

24 cd 

28 cd 

31 cd 

10,4m lx 

17,4m lx 

34,8m lx 

0,104 lx 

0,174 lx 

Conditions: 

Number of c-planes: 4 

Lux at center: 0,348 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
DIGISTRIP IP 1m 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Black Diffuser 
 

Target:  
Green 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
11/05/2020  10:09:53 
 

 
 Spectra 

Beam angle 50%: 90,1° 
Field angle 10%: 150,2° 
Cut off angle 2.5%: 171° 

 

Total lumen output: 
 50,9 lm 

23,1 cd 

Peak candela output: 
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Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
90,1° 150,2° 171° 83,2% 60,9% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 23lx 6lx 3lx 1lx 1lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 

Footcand. 2fcd 1fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 

Beam wid. 2m 4m 6m 8m 10m 15m 20m 30,1m 40,1m 50,1m 60,1m 80,2m 100,2m 

Beam wid. 6,6ft 13,2ft 19,6ft 26,3ft 32,9ft 49,3ft 65,8ft 98,6ft 131,5ft 164,4ft 197,3ft 263ft 328,8ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

40,1 m  
131,5 ft  

90,1° 

30,1 m  
98,6 ft  

20 m  
65,8 ft  

10 m  
32,9 ft  

6 m  
19,6 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

0 lx 
0 lx 

0 lx 
1 lx 

3 lx 

0 fcd 
0 fcd 

0 fcd 
0 fcd 

0 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

225V 0,221A 24,3W 2lm/W 
 

Power FC 

0,49 
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ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 4 

Candela at center: 23 cd 
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50% 

2 cd 

5 cd 

7 cd 

9 cd 

12 cd 

14 cd 

16 cd 

18 cd 

21 cd 

6,91m lx 

11,5m lx 

23,0m lx 

69,1m lx 

0,115 lx 

Conditions: 

Number of c-planes: 4 

Lux at center: 0,230 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
DIGISTRIP IP 1m 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
No Diffuser 
 

Target:  
Blue 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
11/05/2020  10:01:55 
 

 
 Spectra 

Beam angle 50%: 122,4° 
Field angle 10%: 156,5° 
Cut off angle 2.5%: 174° 

 

Total lumen output: 
 79,5 lm 

25,2 cd 

Peak candela output: 
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Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
122,4° 156,5° 174° 76,9% 50,9% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 25lx 6lx 3lx 2lx 1lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 

Footcand. 2fcd 1fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 

Beam wid. 3,6m 7,3m 10,9m 14,6m 18,2m 27,3m 36,4m 54,6m 72,8m 91m 109,2m 145,6m 182m 

Beam wid. 12ft 24ft 35,7ft 47,7ft 59,7ft 89,6ft 119,4ft 179,1ft 238,8ft 298,5ft 358,2ft 477,6ft 597ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

72,8 m  
238,8 ft  

122,4° 

54,6 m  
179,1 ft  

36,4 m  
119,4 ft  

18,2 m  
59,7 ft  

10,9 m  
35,7 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

0 lx 
0 lx 

0 lx 
1 lx 

3 lx 

0 fcd 
0 fcd 

0 fcd 
0 fcd 

0 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

225V 0,224A 24,4W 3lm/W 
 

Power FC 

0,48 
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ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 4 

Candela at center: 25 cd 
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5% 

10% 

30% 

50% 

3 cd 

5 cd 

8 cd 

10 cd 

13 cd 

15 cd 

18 cd 

20 cd 

23 cd 

7,55m lx 

12,6m lx 

25,2m lx 

75,5m lx 

0,126 lx 

Conditions: 

Number of c-planes: 4 

Lux at center: 0,252 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
DIGISTRIP IP 1m 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Flat Diffuser 
 

Target:  
Blue 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
11/05/2020  09:32:17 
 

 
 Spectra 

Beam angle 50%: 136,3° 
Field angle 10%: 196,6° 
Cut off angle 2.5%: 252,1° 

 

Total lumen output: 
 46,5 lm 

11,4 cd 

Peak candela output: 
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Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
136,3° 196,6° 252,1° 64,0% 41,1% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 11lx 3lx 1lx 1lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 

Footcand. 1fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 

Beam wid. 5m 10m 14,9m 19,9m 24,9m 37,4m 49,8m 74,7m 99,6m 124,6m 149,5m 199,3m 249,1m 

Beam wid. 16,4ft 32,9ft 48,8ft 65,3ft 81,7ft 122,6ft 163,4ft 245,1ft 326,8ft 408,5ft 490,2ft 653,6ft 817ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

99,6 m  
326,8 ft  

136,3° 

74,7 m  
245,1 ft  

49,8 m  
163,4 ft  

24,9 m  
81,7 ft  

14,9 m  
48,8 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

0 lx 
0 lx 

0 lx 
0 lx 

1 lx 

0 fcd 
0 fcd 

0 fcd 
0 fcd 

0 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

225V 0,227A 24,8W 2lm/W 
 

Power FC 

0,49 
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ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 4 

Candela at center: 11 cd 
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1 cd 
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6 cd 

7 cd 

8 cd 

9 cd 

10 cd 

3,41m lx 

5,68m lx 

11,4m lx 

34,1m lx 

56,8m lx 

Conditions: 

Number of c-planes: 4 

Lux at center: 0,114 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
DIGISTRIP IP 1m 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Dome Diffuser 
 

Target:  
Blue 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
11/05/2020  09:52:08 
 

 
 Spectra 

Beam angle 50%: 186,7° 
Field angle 10%: 259,6° 
Cut off angle 2.5%: 360° 

 

Total lumen output: 
 53,2 lm 

8,42 cd 

Peak candela output: 
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Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
186,7° 259,6° 360° 43,9% 27,3% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 8lx 2lx 1lx 1lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 

Footcand. 1fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 

Beam wid. Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Beam wid. Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

Non un 
numero reale 
m  
Non un 
numero reale 
ft  

186,7° 

Non un 
numero reale 
m  
Non un 
numero reale 
ft  

Non un 
numero reale 
m  
Non un 
numero reale 
ft  

Non un 
numero reale 
m  
Non un 
numero reale 
ft  

Non un 
numero reale 
m  
Non un 
numero reale 
ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

0 lx 
0 lx 

0 lx 
0 lx 

1 lx 

0 fcd 
0 fcd 

0 fcd 
0 fcd 

0 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

225V 0,222A 24,5W 2lm/W 
 

Power FC 

0,49 
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ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 4 

Candela at center: 8 cd 
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30% 

50% 

1 cd 

2 cd 

3 cd 

3 cd 

4 cd 

5 cd 

6 cd 

7 cd 

8 cd 

2,52m lx 

4,21m lx 

8,41m lx 

25,2m lx 

42,1m lx 

Conditions: 

Number of c-planes: 4 

Lux at center: 84,1m lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
DIGISTRIP IP 1m 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Black Diffuser 
 

Target:  
Blue 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
11/05/2020  10:11:14 
 

 
 Spectra 

Beam angle 50%: 90,3° 
Field angle 10%: 150,8° 
Cut off angle 2.5%: 171,4° 

 

Total lumen output: 
 11,2 lm 

5,04 cd 

Peak candela output: 
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Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
90,3° 150,8° 171,4° 82,3% 60,0% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 5lx 1lx 1lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 

Footcand. 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 

Beam wid. 2m 4m 6m 8m 10,1m 15,1m 20,1m 30,2m 40,2m 50,3m 60,3m 80,4m 100,5m 

Beam wid. 6,6ft 13,3ft 19,7ft 26,3ft 33ft 49,5ft 65,9ft 98,9ft 131,9ft 164,9ft 197,8ft 263,8ft 329,7ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

40,2 m  
131,9 ft  

90,3° 

30,2 m  
98,9 ft  

20,1 m  
65,9 ft  

10,1 m  
33 ft  

6 m  
19,7 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

0 lx 
0 lx 

0 lx 
0 lx 

1 lx 

0 fcd 
0 fcd 

0 fcd 
0 fcd 

0 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

225V 0,221A 24,4W 0lm/W 
 

Power FC 

0,49 
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ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 4 

Candela at center: 5 cd 

3% 

5% 

10% 

30% 

50% 

1 cd 

1 cd 

2 cd 

2 cd 

3 cd 

3 cd 

4 cd 

4 cd 

5 cd 

1,51m lx 

2,51m lx 

5,02m lx 

15,1m lx 

25,1m lx 

Conditions: 

Number of c-planes: 4 

Lux at center: 50,2m lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 
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Mounting height: 10 meters (33 feet) 
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