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PRODUCT NAME: 
DIGISTRIP IP 0.5m 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
No Diffuser 
 

Target:  
Full On 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
08/05/2020  15:20:04 
 

 
 Spectra 

Beam angle 50%: 118,5° 
Field angle 10%: 155,3° 
Cut off angle 2.5%: 162,9° 

 

Total lumen output: 
 341 lm 

114 cd 

Peak candela output: 
 



50

100

                                                                                                                     
 

 
 

 
 
 

 

Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
118,5° 155,3° 162,9° 79,4% 53,2% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 114lx 29lx 13lx 7lx 5lx 2lx 1lx 1lx 0lx 0lx 0lx 0lx 0lx 

Footcand. 11fcd 3fcd 1fcd 1fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 

Beam wid. 3,4m 6,7m 10,1m 13,4m 16,8m 25,2m 33,6m 50,4m 67,2m 84,1m 100,9m 134,5m 168,1m 

Beam wid. 11,1ft 22,2ft 33ft 44ft 55,1ft 82,7ft 110,3ft 165,4ft 220,6ft 275,7ft 330,8ft 441,1ft 551,4ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

67,2 m  
220,6 ft  

118,5° 

50,4 m  
165,4 ft  

33,6 m  
110,3 ft  

16,8 m  
55,1 ft  

10,1 m  
33 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

0 lx 
1 lx 

1 lx 
5 lx 

13 lx 

0 fcd 
0 fcd 

0 fcd 
0 fcd 

1 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

226V 0,242A 29,4W 12lm/W 
 

Power FC 

0,54 

 



90°

75°

60°

45°

30°

15°

0°

-15°

-30°

-45°

-60°

-75°

175m 574,1f

140m 459,3f

105m 344,5f

70m 229,7f

35m 114,8f

0m 0f

-35m -114,8f

-70m -229,7f

-105m -344,5f

-140m -459,3f

                                                                                                                     
 

 
 

 
 

             
 
 
 
 

             

 

ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 4 

Candela at center: 114 cd 

3% 

5% 

10% 

30% 

50% 

11 cd 

23 cd 

34 cd 

46 cd 

57 cd 

68 cd 

80 cd 

91 cd 

103 cd 

34,2m lx 

57,1m lx 

0,114 lx 

0,342 lx 

0,571 lx 

Conditions: 

Number of c-planes: 4 

Lux at center: 1,14 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 

Ve
rt

ic
al

 a
ng

le
s 

Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
DIGISTRIP IP 0.5m 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Flat Diffuser 
 

Target:  
Full On 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
08/05/2020  15:46:34 
 

 
 Spectra 

Beam angle 50%: 130,7° 
Field angle 10%: 191,7° 
Cut off angle 2.5%: 251,4° 

 

Total lumen output: 
 173 lm 

44,6 cd 

Peak candela output: 
 



5

10

15

20

25

30

35

40

                                                                                                                     
 

 
 

 
 
 

 

Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
130,7° 191,7° 251,4° 65,0% 42,3% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 45lx 11lx 5lx 3lx 2lx 1lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 

Footcand. 4fcd 1fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 

Beam wid. 4,4m 8,7m 13,1m 17,4m 21,8m 32,7m 43,5m 65,3m 87,1m 108,8m 130,6m 174,1m 217,7m 

Beam wid. 14,4ft 28,7ft 42,7ft 57ft 71,4ft 107,1ft 142,8ft 214,2ft 285,6ft 357ft 428,4ft 571,2ft 714ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

87,1 m  
285,6 ft  

130,7° 

65,3 m  
214,2 ft  

43,5 m  
142,8 ft  

21,8 m  
71,4 ft  

13,1 m  
42,7 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

0 lx 
0 lx 

0 lx 
2 lx 

5 lx 

0 fcd 
0 fcd 

0 fcd 
0 fcd 

0 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

227V 0,239A 28,8W 6lm/W 
 

Power FC 

0,53 

 



90°

75°

60°

45°

30°

15°

0°

-15°

-30°

-45°

-60°

-75°

100m 328,1f

80m 262,5f

60m 196,9f

40m 131,2f

20m 65,6f

0m 0f

-20m -65,6f

-40m -131,2f

-60m -196,9f

-80m -262,5f

                                                                                                                     
 

 
 

 
 

             
 
 
 
 

             

 

ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 4 

Candela at center: 45 cd 

3% 

5% 

10% 

30% 

50% 

4 cd 

9 cd 

13 cd 

18 cd 

22 cd 

27 cd 

31 cd 

36 cd 

40 cd 

13,4m lx 

22,3m lx 

44,5m lx 

0,134 lx 

0,223 lx 

Conditions: 

Number of c-planes: 4 

Lux at center: 0,445 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 

Ve
rt
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al

 a
ng
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
DIGISTRIP IP 0.5m 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Dome Diffuser 
 

Target:  
Full On 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
08/05/2020  15:52:28 
 

 
 Spectra 

Beam angle 50%: 181,9° 
Field angle 10%: 286,6° 
Cut off angle 2.5%: 360° 

 

Total lumen output: 
 220 lm 

35,5 cd 

Peak candela output: 
 



5

10

15

20

25

30

35

                                                                                                                     
 

 
 

 
 
 

 

Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
181,9° 286,6° 360° 43,6% 27,4% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 35lx 9lx 4lx 2lx 1lx 1lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 

Footcand. 3fcd 1fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 

Beam wid. Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Beam wid. Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

Non un 
numero reale 
m  
Non un 
numero reale 
ft  

181,9° 

Non un 
numero reale 
m  
Non un 
numero reale 
ft  

Non un 
numero reale 
m  
Non un 
numero reale 
ft  

Non un 
numero reale 
m  
Non un 
numero reale 
ft  

Non un 
numero reale 
m  
Non un 
numero reale 
ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

0 lx 
0 lx 

0 lx 
1 lx 

4 lx 

0 fcd 
0 fcd 

0 fcd 
0 fcd 

0 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

227V 0,239A 28,7W 8lm/W 
 

Power FC 

0,53 
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45°

30°

15°

0°

-15°

-30°

-45°

-60°

-75°

0m 0f

0m 0f

0m 0f

0m 0f

0m 0f

0m 0f

0m 0f

0m 0f

0m 0f

0m 0f

                                                                                                                     
 

 
 

 
 

             
 
 
 
 

             

 

ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 4 

Candela at center: 35 cd 

3% 

5% 

10% 

30% 

50% 

4 cd 

7 cd 

11 cd 

14 cd 

18 cd 

21 cd 

25 cd 

28 cd 

32 cd 

10,6m lx 

17,7m lx 

35,5m lx 

0,106 lx 

0,177 lx 

Conditions: 

Number of c-planes: 4 

Lux at center: 0,355 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 

Ve
rt

ic
al

 a
ng

le
s 

Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
DIGISTRIP IP 0.5m 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Black Diffuser 
 

Target:  
Full On 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
08/05/2020  16:10:44 
 

 
 Spectra 

Beam angle 50%: 86,4° 
Field angle 10%: 147,3° 
Cut off angle 2.5%: 169,1° 

 

Total lumen output: 
 44,6 lm 

21,4 cd 

Peak candela output: 
 



5

10

15

20

                                                                                                                     
 

 
 

 
 
 

 

Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
86,4° 147,3° 169,1° 84,5% 62,6% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 21lx 5lx 2lx 1lx 1lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 

Footcand. 2fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 

Beam wid. 1,9m 3,8m 5,6m 7,5m 9,4m 14,1m 18,8m 28,2m 37,6m 46,9m 56,3m 75,1m 93,9m 

Beam wid. 6,2ft 12,4ft 18,4ft 24,6ft 30,8ft 46,2ft 61,6ft 92,4ft 123,2ft 154ft 184,8ft 246,4ft 308ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

37,6 m  
123,2 ft  

86,4° 

28,2 m  
92,4 ft  

18,8 m  
61,6 ft  

9,4 m  
30,8 ft  

5,6 m  
18,4 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

0 lx 
0 lx 

0 lx 
1 lx 

2 lx 

0 fcd 
0 fcd 

0 fcd 
0 fcd 

0 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

227V 0,237A 28,6W 2lm/W 
 

Power FC 

0,53 
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0°

-15°

-30°

-45°

-60°

-75°

100m 328,1f

80m 262,5f

60m 196,9f

40m 131,2f

20m 65,6f

0m 0f

-20m -65,6f

-40m -131,2f

-60m -196,9f

-80m -262,5f

                                                                                                                     
 

 
 

 
 

             
 
 
 
 

             

 

ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 4 

Candela at center: 21 cd 

3% 

5% 

10% 

30% 

50% 

2 cd 

4 cd 

6 cd 

9 cd 

11 cd 

13 cd 

15 cd 

17 cd 

19 cd 

6,40m lx 

10,7m lx 

21,3m lx 

64,0m lx 

0,107 lx 

Conditions: 

Number of c-planes: 4 

Lux at center: 0,213 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 

Ve
rt

ic
al

 a
ng

le
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
DIGISTRIP IP 0.5m 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
No Diffuser 
 

Target:  
Red 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
08/05/2020  15:31:14 
 

 
 Spectra 

Beam angle 50%: 117,3° 
Field angle 10%: 154,2° 
Cut off angle 2.5%: 163,7° 

 

Total lumen output: 
 76,7 lm 

26,1 cd 

Peak candela output: 
 



5

10

15

20

25

                                                                                                                     
 

 
 

 
 
 

 

Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
117,3° 154,2° 163,7° 79,5% 53,4% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 26lx 7lx 3lx 2lx 1lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 

Footcand. 2fcd 1fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 

Beam wid. 3,3m 6,6m 9,9m 13,1m 16,4m 24,6m 32,8m 49,3m 65,7m 82,1m 98,5m 131,3m 164,2m 

Beam wid. 10,8ft 21,7ft 32,2ft 43ft 53,9ft 80,8ft 107,7ft 161,6ft 215,4ft 269,3ft 323,1ft 430,8ft 538,5ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

65,7 m  
215,4 ft  

117,3° 

49,3 m  
161,6 ft  

32,8 m  
107,7 ft  

16,4 m  
53,9 ft  

9,9 m  
32,2 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

0 lx 
0 lx 

0 lx 
1 lx 

3 lx 

0 fcd 
0 fcd 

0 fcd 
0 fcd 

0 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

227V 0,204A 20,6W 4lm/W 
 

Power FC 

0,45 

 



90°

75°

60°

45°

30°

15°

0°

-15°

-30°

-45°

-60°

-75°

195m 639,8f

156m 511,8f

117m 383,9f

78m 255,9f

39m 128f

0m 0f

-39m -128f

-78m -255,9f

-117m -383,9f

-156m -511,8f

                                                                                                                     
 

 
 

 
 

             
 
 
 
 

             

 

ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 4 

Candela at center: 26 cd 

3% 

5% 

10% 

30% 

50% 

3 cd 

5 cd 

8 cd 

10 cd 

13 cd 

16 cd 

18 cd 

21 cd 

23 cd 

7,80m lx 

13,0m lx 

26,0m lx 

78,0m lx 

0,130 lx 

Conditions: 

Number of c-planes: 4 

Lux at center: 0,260 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 

Ve
rt

ic
al

 a
ng

le
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
DIGISTRIP IP 0.5m 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Flat Diffuser 
 

Target:  
Red 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
08/05/2020  15:42:55 
 

 
 Spectra 

Beam angle 50%: 130,7° 
Field angle 10%: 192,1° 
Cut off angle 2.5%: 251,3° 

 

Total lumen output: 
 40,5 lm 

10,4 cd 

Peak candela output: 
 



5

10

                                                                                                                     
 

 
 

 
 
 

 

Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
130,7° 192,1° 251,3° 64,9% 42,3% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 10lx 3lx 1lx 1lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 

Footcand. 1fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 

Beam wid. 4,4m 8,7m 13,1m 17,4m 21,8m 32,7m 43,6m 65,4m 87,2m 109m 130,8m 174,5m 218,1m 

Beam wid. 14,4ft 28,8ft 42,7ft 57,1ft 71,5ft 107,3ft 143,1ft 214,6ft 286,1ft 357,6ft 429,2ft 572,2ft 715,3ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

87,2 m  
286,1 ft  

130,7° 

65,4 m  
214,6 ft  

43,6 m  
143,1 ft  

21,8 m  
71,5 ft  

13,1 m  
42,7 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

0 lx 
0 lx 

0 lx 
0 lx 

1 lx 

0 fcd 
0 fcd 

0 fcd 
0 fcd 

0 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

226V 0,204A 20,4W 2lm/W 
 

Power FC 

0,44 

 



90°

75°

60°

45°

30°

15°

0°

-15°

-30°

-45°

-60°

-75°

95m 311,7f

76m 249,3f

57m 187f

38m 124,7f

19m 62,3f

0m 0f

-19m -62,3f

-38m -124,7f

-57m -187f
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ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 4 

Candela at center: 10 cd 

3% 

5% 

10% 

30% 

50% 

1 cd 

2 cd 

3 cd 

4 cd 

5 cd 

6 cd 

7 cd 

8 cd 

9 cd 

3,12m lx 

5,20m lx 

10,4m lx 

31,2m lx 

52,0m lx 

Conditions: 

Number of c-planes: 4 

Lux at center: 0,104 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
DIGISTRIP IP 0.5m 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Dome Diffuser 
 

Target:  
Red 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
08/05/2020  15:54:35 
 

 
 Spectra 

Beam angle 50%: 180,9° 
Field angle 10%: 289,5° 
Cut off angle 2.5%: 360° 

 

Total lumen output: 
 50,4 lm 

8,19 cd 

Peak candela output: 
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Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
180,9° 289,5° 360° 43,7% 27,4% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 8lx 2lx 1lx 1lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 

Footcand. 1fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 

Beam wid. Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Beam wid. Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

Non un 
numero reale 
m  
Non un 
numero reale 
ft  

180,9° 

Non un 
numero reale 
m  
Non un 
numero reale 
ft  

Non un 
numero reale 
m  
Non un 
numero reale 
ft  

Non un 
numero reale 
m  
Non un 
numero reale 
ft  

Non un 
numero reale 
m  
Non un 
numero reale 
ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

0 lx 
0 lx 

0 lx 
0 lx 

1 lx 

0 fcd 
0 fcd 

0 fcd 
0 fcd 

0 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

227V 0,204A 20,3W 2lm/W 
 

Power FC 

0,44 
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ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 4 

Candela at center: 8 cd 

3% 

5% 

10% 

30% 

50% 

1 cd 

2 cd 

2 cd 

3 cd 

4 cd 

5 cd 

6 cd 

7 cd 

7 cd 

2,45m lx 

4,09m lx 

8,18m lx 

24,5m lx 

40,9m lx 

Conditions: 

Number of c-planes: 4 

Lux at center: 81,8m lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
DIGISTRIP IP 0.5m 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Black Diffuser 
 

Target:  
Red 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
08/05/2020  16:12:21 
 

 
 Spectra 

Beam angle 50%: 85,3° 
Field angle 10%: 146,3° 
Cut off angle 2.5%: 169,1° 

 

Total lumen output: 
 10,9 lm 

5,27 cd 

Peak candela output: 
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Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
85,3° 146,3° 169,1° 83,9% 62,6% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 5lx 1lx 1lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 

Footcand. 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 

Beam wid. 1,8m 3,7m 5,5m 7,4m 9,2m 13,8m 18,4m 27,6m 36,9m 46,1m 55,3m 73,7m 92,1m 

Beam wid. 6,1ft 12,2ft 18,1ft 24,1ft 30,2ft 45,3ft 60,4ft 90,7ft 120,9ft 151,1ft 181,3ft 241,8ft 302,2ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

36,9 m  
120,9 ft  

85,3° 

27,6 m  
90,7 ft  

18,4 m  
60,4 ft  

9,2 m  
30,2 ft  

5,5 m  
18,1 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

0 lx 
0 lx 

0 lx 
0 lx 

1 lx 

0 fcd 
0 fcd 

0 fcd 
0 fcd 

0 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

227V 0,202A 20,2W 1lm/W 
 

Power FC 

0,44 
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ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 4 

Candela at center: 5 cd 

3% 

5% 

10% 

30% 

50% 

1 cd 

1 cd 

2 cd 

2 cd 

3 cd 

3 cd 

4 cd 

4 cd 

5 cd 

1,57m lx 

2,62m lx 

5,25m lx 

15,7m lx 

26,2m lx 

Conditions: 

Number of c-planes: 4 

Lux at center: 52,5m lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
DIGISTRIP IP 0.5m 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
No Diffuser 
 

Target:  
Green 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
08/05/2020  15:34:42 
 

 
 Spectra 

Beam angle 50%: 119° 
Field angle 10%: 154,5° 
Cut off angle 2.5%: 163° 

 

Total lumen output: 
 216 lm 

72,5 cd 

Peak candela output: 
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Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
119° 154,5° 163° 79,6% 53,3% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 72lx 18lx 8lx 5lx 3lx 1lx 1lx 0lx 0lx 0lx 0lx 0lx 0lx 

Footcand. 7fcd 2fcd 1fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 

Beam wid. 3,4m 6,8m 10,2m 13,6m 17m 25,4m 33,9m 50,9m 67,9m 84,8m 101,8m 135,7m 169,6m 

Beam wid. 11,2ft 22,4ft 33,2ft 44,4ft 55,6ft 83,5ft 111,3ft 166,9ft 222,6ft 278,2ft 333,8ft 445,1ft 556,4ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

67,9 m  
222,6 ft  

119° 

50,9 m  
166,9 ft  

33,9 m  
111,3 ft  

17 m  
55,6 ft  

10,2 m  
33,2 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

0 lx 
0 lx 

1 lx 
3 lx 

8 lx 

0 fcd 
0 fcd 

0 fcd 
0 fcd 

1 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

227V 0,204A 20,5W 11lm/W 
 

Power FC 

0,44 
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ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 4 

Candela at center: 72 cd 

3% 

5% 

10% 

30% 

50% 

7 cd 

14 cd 

22 cd 

29 cd 

36 cd 

43 cd 

51 cd 

58 cd 

65 cd 

21,7m lx 

36,2m lx 

72,4m lx 

0,217 lx 

0,362 lx 

Conditions: 

Number of c-planes: 4 

Lux at center: 0,724 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
DIGISTRIP IP 0.5m 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Flat Diffuser 
 

Target:  
Green 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
08/05/2020  15:44:39 
 

 
 Spectra 

Beam angle 50%: 130,6° 
Field angle 10%: 191,4° 
Cut off angle 2.5%: 251,4° 

 

Total lumen output: 
 108 lm 

27,9 cd 

Peak candela output: 
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Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
130,6° 191,4° 251,4° 65,1% 42,4% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 28lx 7lx 3lx 2lx 1lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 

Footcand. 3fcd 1fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 

Beam wid. 4,3m 8,7m 13m 17,4m 21,7m 32,6m 43,5m 65,2m 86,9m 108,7m 130,4m 173,8m 217,3m 

Beam wid. 14,3ft 28,7ft 42,6ft 56,9ft 71,3ft 106,9ft 142,6ft 213,8ft 285,1ft 356,4ft 427,7ft 570,2ft 712,8ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

86,9 m  
285,1 ft  

130,6° 

65,2 m  
213,8 ft  

43,5 m  
142,6 ft  

21,7 m  
71,3 ft  

13 m  
42,6 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

0 lx 
0 lx 

0 lx 
1 lx 

3 lx 

0 fcd 
0 fcd 

0 fcd 
0 fcd 

0 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

227V 0,203A 20,4W 5lm/W 
 

Power FC 

0,44 
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ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 4 

Candela at center: 28 cd 

3% 

5% 

10% 

30% 

50% 

3 cd 

6 cd 

8 cd 

11 cd 

14 cd 

17 cd 

19 cd 

22 cd 

25 cd 

8,34m lx 

13,9m lx 

27,8m lx 

83,4m lx 

0,139 lx 

Conditions: 

Number of c-planes: 4 

Lux at center: 0,278 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
DIGISTRIP IP 0.5m 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Dome Diffuser 
 

Target:  
Green 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
08/05/2020  15:56:46 
 

 
 Spectra 

Beam angle 50%: 181,7° 
Field angle 10%: 285,4° 
Cut off angle 2.5%: 360° 

 

Total lumen output: 
 138 lm 

22,3 cd 

Peak candela output: 
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Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
181,7° 285,4° 360° 43,7% 27,4% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 22lx 6lx 2lx 1lx 1lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 

Footcand. 2fcd 1fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 

Beam wid. Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Beam wid. Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

Non un 
numero reale 
m  
Non un 
numero reale 
ft  

181,7° 

Non un 
numero reale 
m  
Non un 
numero reale 
ft  

Non un 
numero reale 
m  
Non un 
numero reale 
ft  

Non un 
numero reale 
m  
Non un 
numero reale 
ft  

Non un 
numero reale 
m  
Non un 
numero reale 
ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

0 lx 
0 lx 

0 lx 
1 lx 

2 lx 

0 fcd 
0 fcd 

0 fcd 
0 fcd 

0 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

227V 0,204A 20,2W 7lm/W 
 

Power FC 

0,44 
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ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 4 

Candela at center: 22 cd 

3% 

5% 

10% 

30% 

50% 

2 cd 

4 cd 

7 cd 

9 cd 

11 cd 

13 cd 

16 cd 

18 cd 

20 cd 

6,68m lx 

11,1m lx 

22,3m lx 

66,8m lx 

0,111 lx 

Conditions: 

Number of c-planes: 4 

Lux at center: 0,223 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
DIGISTRIP IP 0.5m 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Black Diffuser 
 

Target:  
Green 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
08/05/2020  16:13:56 
 

 
 Spectra 

Beam angle 50%: 86,2° 
Field angle 10%: 147,1° 
Cut off angle 2.5%: 168,7° 

 

Total lumen output: 
 27,7 lm 

13,4 cd 

Peak candela output: 
 



5

10

                                                                                                                     
 

 
 

 
 
 

 

Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
86,2° 147,1° 168,7° 84,8% 62,8% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 13lx 3lx 1lx 1lx 1lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 

Footcand. 1fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 

Beam wid. 1,9m 3,7m 5,6m 7,5m 9,4m 14m 18,7m 28,1m 37,4m 46,8m 56,1m 74,8m 93,6m 

Beam wid. 6,2ft 12,4ft 18,3ft 24,5ft 30,7ft 46ft 61,4ft 92,1ft 122,8ft 153,4ft 184,1ft 245,5ft 306,9ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

37,4 m  
122,8 ft  

86,2° 

28,1 m  
92,1 ft  

18,7 m  
61,4 ft  

9,4 m  
30,7 ft  

5,6 m  
18,3 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

0 lx 
0 lx 

0 lx 
1 lx 

1 lx 

0 fcd 
0 fcd 

0 fcd 
0 fcd 

0 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

227V 0,200A 20,3W 1lm/W 
 

Power FC 

0,45 

 



90°

75°

60°

45°

30°

15°

0°

-15°

-30°

-45°

-60°

-75°

105m 344,5f

84m 275,6f

63m 206,7f

42m 137,8f

21m 68,9f

0m 0f

-21m -68,9f

-42m -137,8f

-63m -206,7f

-84m -275,6f

                                                                                                                     
 

 
 

 
 

             
 
 
 
 

             

 

ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 4 

Candela at center: 13 cd 

3% 

5% 

10% 

30% 

50% 

1 cd 

3 cd 

4 cd 

5 cd 

7 cd 

8 cd 

9 cd 

11 cd 

12 cd 

4,01m lx 

6,68m lx 

13,4m lx 

40,1m lx 

66,8m lx 

Conditions: 

Number of c-planes: 4 

Lux at center: 0,134 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 

Ve
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
DIGISTRIP IP 0.5m 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
No Diffuser 
 

Target:  
Blue 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
08/05/2020  15:36:41 
 

 
 Spectra 

Beam angle 50%: 117,1° 
Field angle 10%: 154,6° 
Cut off angle 2.5%: 164° 

 

Total lumen output: 
 48,3 lm 

16,5 cd 

Peak candela output: 
 



5

10

15

                                                                                                                     
 

 
 

 
 
 

 

Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
117,1° 154,6° 164° 79,6% 53,6% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 16lx 4lx 2lx 1lx 1lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 

Footcand. 2fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 

Beam wid. 3,3m 6,5m 9,8m 13,1m 16,3m 24,5m 32,7m 49m 65,3m 81,7m 98m 130,7m 163,4m 

Beam wid. 10,8ft 21,6ft 32ft 42,8ft 53,6ft 80,4ft 107,2ft 160,8ft 214,3ft 267,9ft 321,5ft 428,7ft 535,9ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

65,3 m  
214,3 ft  

117,1° 

49 m  
160,8 ft  

32,7 m  
107,2 ft  

16,3 m  
53,6 ft  

9,8 m  
32 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

0 lx 
0 lx 

0 lx 
1 lx 

2 lx 

0 fcd 
0 fcd 

0 fcd 
0 fcd 

0 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

227V 0,204A 20,5W 2lm/W 
 

Power FC 

0,44 
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0°
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-45°

-60°

-75°

225m 738,2f

180m 590,6f

135m 442,9f

90m 295,3f

45m 147,6f

0m 0f

-45m -147,6f

-90m -295,3f

-135m -442,9f

-180m -590,6f

                                                                                                                     
 

 
 

 
 

             
 
 
 
 

             

 

ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 4 

Candela at center: 16 cd 

3% 

5% 

10% 

30% 

50% 

2 cd 

3 cd 

5 cd 

7 cd 

8 cd 

10 cd 

12 cd 

13 cd 

15 cd 

4,94m lx 

8,23m lx 

16,5m lx 

49,4m lx 

82,3m lx 

Conditions: 

Number of c-planes: 4 

Lux at center: 0,165 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 

Ve
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
DIGISTRIP IP 0.5m 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Flat Diffuser 
 

Target:  
Blue 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
08/05/2020  15:41:04 
 

 
 Spectra 

Beam angle 50%: 130,4° 
Field angle 10%: 190,5° 
Cut off angle 2.5%: 251,4° 

 

Total lumen output: 
 24,8 lm 

6,48 cd 

Peak candela output: 
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Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
130,4° 190,5° 251,4° 65,9% 43,0% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 6lx 2lx 1lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 

Footcand. 1fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 

Beam wid. 4,3m 8,7m 13m 17,3m 21,6m 32,4m 43,3m 64,9m 86,5m 108,1m 129,8m 173m 216,3m 

Beam wid. 14,3ft 28,5ft 42,4ft 56,7ft 70,9ft 106,4ft 141,9ft 212,8ft 283,7ft 354,7ft 425,6ft 567,5ft 709,4ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

86,5 m  
283,7 ft  

130,4° 

64,9 m  
212,8 ft  

43,3 m  
141,9 ft  

21,6 m  
70,9 ft  

13 m  
42,4 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

0 lx 
0 lx 

0 lx 
0 lx 

1 lx 

0 fcd 
0 fcd 

0 fcd 
0 fcd 

0 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

227V 0,204A 20,4W 1lm/W 
 

Power FC 

0,44 
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0°

-15°

-30°

-45°

-60°

-75°

90m 295,3f

72m 236,2f

54m 177,2f

36m 118,1f

18m 59,1f

0m 0f

-18m -59,1f

-36m -118,1f

-54m -177,2f

-72m -236,2f

                                                                                                                     
 

 
 

 
 

             
 
 
 
 

             

 

ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 4 

Candela at center: 6 cd 

3% 

5% 

10% 

30% 

50% 

1 cd 

1 cd 

2 cd 

3 cd 

3 cd 

4 cd 

5 cd 

5 cd 

6 cd 

1,94m lx 

3,23m lx 

6,46m lx 

19,4m lx 

32,3m lx 

Conditions: 

Number of c-planes: 4 

Lux at center: 64,6m lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 

Ve
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
DIGISTRIP IP 0.5m 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Dome Diffuser 
 

Target:  
Blue 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
08/05/2020  15:58:35 
 

 
 Spectra 

Beam angle 50%: 182,4° 
Field angle 10%: 256,7° 
Cut off angle 2.5%: 360° 

 

Total lumen output: 
 32,4 lm 

5,23 cd 

Peak candela output: 
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Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
182,4° 256,7° 360° 43,7% 27,4% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 5lx 1lx 1lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 

Footcand. 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 

Beam wid. Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Non un 
numero 
realem 

Beam wid. Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

Non un 
numero 
realeft 

 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

Non un 
numero reale 
m  
Non un 
numero reale 
ft  

182,4° 

Non un 
numero reale 
m  
Non un 
numero reale 
ft  

Non un 
numero reale 
m  
Non un 
numero reale 
ft  

Non un 
numero reale 
m  
Non un 
numero reale 
ft  

Non un 
numero reale 
m  
Non un 
numero reale 
ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

0 lx 
0 lx 

0 lx 
0 lx 

1 lx 

0 fcd 
0 fcd 

0 fcd 
0 fcd 

0 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

227V 0,204A 20,2W 2lm/W 
 

Power FC 

0,44 
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0°

-15°

-30°

-45°

-60°

-75°

0m 0f

0m 0f

0m 0f

0m 0f

0m 0f

0m 0f

0m 0f

0m 0f

0m 0f

0m 0f

                                                                                                                     
 

 
 

 
 

             
 
 
 
 

             

 

ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 4 

Candela at center: 5 cd 

3% 

5% 

10% 

30% 

50% 

1 cd 

1 cd 

2 cd 

2 cd 

3 cd 

3 cd 

4 cd 

4 cd 

5 cd 

1,57m lx 

2,61m lx 

5,22m lx 

15,7m lx 

26,1m lx 

Conditions: 

Number of c-planes: 4 

Lux at center: 52,2m lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
DIGISTRIP IP 0.5m 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Black Diffuser 
 

Target:  
Blue 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
08/05/2020  16:15:38 
 

 
 Spectra 

Beam angle 50%: 86,5° 
Field angle 10%: 148° 
Cut off angle 2.5%: 169,7° 

 

Total lumen output: 
 5,88 lm 

2,80 cd 

Peak candela output: 
 



0,5

1

1,5

2

2,5

                                                                                                                     
 

 
 

 
 
 

 

Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
86,5° 148° 169,7° 84,0% 62,0% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 3lx 1lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx 

Footcand. 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 

Beam wid. 1,9m 3,8m 5,6m 7,5m 9,4m 14,1m 18,8m 28,2m 37,6m 47m 56,4m 75,2m 94m 

Beam wid. 6,2ft 12,4ft 18,4ft 24,6ft 30,8ft 46,3ft 61,7ft 92,5ft 123,4ft 154,2ft 185ft 246,7ft 308,4ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

37,6 m  
123,4 ft  

86,5° 

28,2 m  
92,5 ft  

18,8 m  
61,7 ft  

9,4 m  
30,8 ft  

5,6 m  
18,4 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

0 lx 
0 lx 

0 lx 
0 lx 

0 lx 

0 fcd 
0 fcd 

0 fcd 
0 fcd 

0 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

227V 0,202A 20,2W 0lm/W 
 

Power FC 

0,44 
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-60°

-75°

110m 360,9f

88m 288,7f

66m 216,5f

44m 144,4f

22m 72,2f

0m 0f

-22m -72,2f

-44m -144,4f

-66m -216,5f

-88m -288,7f

                                                                                                                     
 

 
 

 
 

             
 
 
 
 

             

 

ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 4 

Candela at center: 3 cd 

3% 

5% 

10% 

30% 

50% 

0 cd 

1 cd 

1 cd 

1 cd 

1 cd 

2 cd 

2 cd 

2 cd 

3 cd 

839u lx 

1,40m lx 

2,80m lx 

8,39m lx 

14,0m lx 

Conditions: 

Number of c-planes: 4 

Lux at center: 28,0m lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 

Ve
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Mounting height: 10 meters (33 feet) 
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